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CLARKSON 3-KIT SQUARE | 

DOWNLIGHT/RECESSED | BRUSHED STEEL
47600132

www.nordlux.com

Voltage (V): 230 Volt

IP degree if the fixture includes 

two types of IP degree: IP65

Class (Class I, Class II,  Class III): 

Class 2 (Double isolated)

Lampholder type (eg, E27/E14, 

etc): LED Module

Parallel connection possible?: 

True

Primary material: Plastic

Secondary material: Metal

Color: Brushed steel

Built In Spot Diamter (cm): 8.5

Built In Width (cm): 17.2

EAN: 5701581416383

TUN: 1975420

Item Number: 47600132

Pcs Per Master Carton: 3

Sales Box Height (cm): 7

Sales Box Width(cm): 11

Sales Box Depth (cm): 30

Sales Box Volume m³ : 0.0023

Net weight of the luminiare (kg): 

0.348

Useful Lumen (lm): 345

Color Temperature  (K): 2700

Ra-value : 80

Lifetime (h): 20000

Spread Angle (°)  (beam angle of 

luminaire): 100

Candela (cd)     (for directional 

lamp only): 0

• Parallel connection possible   • Ideally suited for bathroom zone 1-2 IP65   

• Integrated connector block  • Parallel connection possible 

Set of 3 LED recessed spotlights with integrated, non-dimmable LEDs in IP65, that can also be used in bathrooms. 

 

These square spots with a deco ring in brushed steel have a long product lifetime of 25.000 hours and a comfortable warm-white 

light of 2700K.


