FREMONT IP23 nOI'C"l.IX®

8 3-KIT

4000K COOL WHITE
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LUQMOEN LED BEAM ANGLE
4,5W ¢ ma 36°

DIMMABLE ARALLEL TILT ANGLE
CONNECTION 12°

nordlux: nordlux:  FrevonT P23 nordlux: o= nordlux

4000K COOL WHITE

Max. number of interconnections : 15pcs
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Nordlux
47870103

FREMONT IP23
[tem N°: 47870103

Db: 1984856
Sort/Schwarz/Black
Svart/Noir/Zwart

47870103

Lumen 380Im
Dimmability Dimmable
Wattage 4,5W LED

Light source Fixed LED Module
cCT 4000K Cool white
IP class P23

Gome —osomoms N

Angle of tilt 12°

Voltage 220-240V~ 50Hz M ikke tildeekkes med termisk isolermateriale
Nicht geeinet zum Abdecken mit warmeisoliertem Material

Class Class Il Not suitable for covering with thermally insulated material
B Ikke egnet til & dekke med termisk isolert materiale
Bea gle 36° 13 Ne convient pas au revétement avec matériau d'isolation thermique

B b Niet geschikt om rechtstreeks in isolatiemateriaal te monteren

CRI 80 5

U - 5 Parallelforbindelse muligt
Mercury/Hg Omg H - T Parallelschaltung maglich

Parallel arranging possible
EACIE Plastic/Metal _ Majligt att parallelkoppla EAR LED BEAM ANGLE

Montage en paralléle possible X
(e G Parallelle doorverbinding mogelijk BW ) 36°

Kipningsgrad: 12°
www.nordlux.com =
Angle of tilt: 12°
Nordlux A/S - @stre Havnegade 34 - DK-9000 Aalborg Lgr?wgauns ‘vridningsgrad: 12°

BEAM ANGLE
Degré de déversement: 12° 5 36°
Kantelbaar: 12°
AogposeR _ AvEpose . @ ©
N MAGASIN  EN DECHETERIE Huldiameter 72mm
Einbaudiameter 72mm
: '@ Hol Saimeter Y DIMMABLE LE TILT ANGLE I\ G ~
Haldiameter 72mm e C 12° - DIMMABLE PARALLEL TILT ANGLE
= . Didmeétre de percage 72mm NNECTION
7015811422889 e o Inbouw (zaag)doormeter 72mm 2

AAD: 30092022 YK

NET WEIGHT COLOR BOX (KG) Nordlux UK

0.0668 KG Unit 22, Deanfield Court
VOLUME COLOR BOX (CBM) BB7 1QS Clitheroe Lancashire
0.0020 CBM 01200422777

Height x Width x Depth GOLOR BOX (CM)
26.85x10.8x6.8 CM

GROSS WEIGHT COLOR BOX (KG)

0.449 KG
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